
 
 

The positive features of laminations, coatings and/or dip finishes can be combined. 
 Individual requests and combinations are possible. 
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Laminations 
 

Laminates with smooth and textured aluminium films 
 
 

- Temperature resistance of the compound up to 280°C (radiant heat up to 350°C), 
depending on the adhesive medium and substrate 
- Adhesive media: hot-melt (MTX), co-polyester, co-polyamide (FLT), silicone (HT) 
- Very good heat reflection 
- Very good UV resistance 
- Medium to good flexibility 
- Various strengths, upon request 
 
Examples of use are: automotive, ship building, PPE, heat protection, heat insulation, … 

Alfol FLT Temperature resistance up to 150°C 

Alfol MTX Temperature resistance up to 200°C 

Alfol HT Temperature resistance up to 250°C 

 
Polyester films  
 
  

- Temperature resistance up to 220°C, depending on the type of film 
- Adhesive media: hot-melt (MTX), polyester, co-polyamide (FLT), silicone (HT), self-adhesive 
film 
- Good chemical resistance (film side) 
- Watertight 
- Hydrolysis resistant  
- good heat reflection 
- Very good UV resistance 
- Ageing resistant 
- Weather-resistant 
- Good flexibility 
 
Examples of use are: automotive, ship building, PPE, heat protection, shading, heat 
insulation,.. 

AL PET FLT Temperature resistance up to 150°C 

AL PET MTX Temperature resistance up to 200°C 

AL PET HT Temperature resistance up to 250°C 
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Stainless steel 
films  
  
 

Temperature resistance of the adhesive up 
250°C 
   
- Adhesive media: silicone, hot-melt 
- Very good heat reflection 
- Very good UV resistance 
- Aging resistant 
- Good flexibility 
- Outstanding chemical resistance 

- Temperature resistance of the foil depending on the thickness: 700 - 1000°C 
- Adhesive media: silicone, hot-melt  
- Various foil strengths, upon request 
  
 
 
 
 
Examples of use are: automotive, heat protection, heat insulation, special hoses… 

 
Polyimides film  
 

Temperature resistance of the adhesive up 
250°C 
  
- Very good UV resistance 
- Ageing resistant 
- Good flexibility 

Temperature resistance depending on the adhesive medium 400°C  
- Adhesive media: silicone, hot-melt 
- Various foil strengths, upon request   
 
 
Examples of use are: automotive, ship building, heat protection, heat insulation, special 
hoses… 

 
 
 
 

Aluminium pigments   
 
  

- Temperature resistance of the compound up to 260°C, depending on the adhesive 
medium and substrate 
- Adhesive media: hot-melt (MTX), co-polyester, co-polyamide (FLT), silicone (HT), self-
adhesive film, polyurethane, polyvinyl acetate, polyacrylate 
- Very good heat reflection 
- Very good UV resistance 
- Ageing resistant 
- Good flexibility 
- AL TFL N: variation with protective lacquer, limited weather-resistance  
 
Examples of use are: automotive, ship building, PPE, heat protection, heat insulation, … 

AL TF N Temperature resistance up to 200°C 

AL TFL N Temperature resistance up to 200°C 
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PTFE films 
  
 

Temperature resistance of the adhesive up 
250°C 
   
- Outstanding chemical resistance  
- Very good UV resistance 
- Ageing resistant 
- Good flexibility 

- Temperature resistance depending on the foil 260°C  
- Adhesive media: silicone, hot-melt 
- Various strengths, upon request 
   
 
Examples of use are: automotive, ship building, heat protection, heat insulation, special 
hoses… 

 
Self adhesive foil 
(SAF) 
 

- Temperature resistance depending on the 
foil strength: 120°C -160°C 
   
- Good flexibility 
  
(as add-on to all prior mentioned 
coatings/laminations or as stand-alone on 
loom state fabrics) 

- Adhesive media: modified acrylate    
- Various strengths, upon request 
 
  
 
 
   
Examples of use are: rear self adhesive foil  

 


